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4.6. INSTALLING DUCTS

1. Screw the double holders (1) tight with the screws (2) 
M6x40 DIN 7982.
A 35 mm
B 89 mm
C min. 500 mm
D min. 200 mm

2. Cut the ducts (3) to the required length, insert them in 
double holders (1) and connect them with elbows (4), 
distributor modules and T-pieces.

3. If necessary, secure the ducts (3) with cable ties (5).

4. Plaster all wall ducts in a professional manner.
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4.7. INSTALLING COVER PROFILES

1. Insert cover profiles (1) in double holders (2), swing 
them up and connect them with profile connectors (3).

2. Put bend covers (4) on the elbows (5).

5

4

3

1

1

2

M+P-26A-0316

Note:

The fresh-air unit may be covered, depending on the 
structural conditions.
It should be ensured that the fresh-air unit is easily 
accessible for maintenance work.
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5.1. SETTING THE FLOW RATE

Push or pull the slider (1) and set the desired flow rate.

I Flow rate is increased

II Flow rate is decreased

5.2. SETTING THE DIRECTION OF FLOW

Set the sliders (1) and (2) to the desired direction of flow 
using an appropriate tool (e.g. screwdriver).

6.1. REMOTE CONTROL

Press any key to activate the remote control.

1 Remote control

2 Display

3 Move to the right in the menu

4 Move to the left in the menu

5 Multifunction key
• For moving up in the menu
• For increasing values

6 Multifunction key
• For moving down in the menu
• For decreasing values

7 One menu level back

8 Service key

9 Save settings

5. SETTINGS

1

II
I

M+P-26A-0072

1 2

M+P-26A-0073

6. INITIAL START-UP

Note:

The remote control switches to idle mode if no key is 
pressed within a minute.

Service

1

2

3
4

9

8
7 6

5

M+P-26A-0045
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6.2. SETTING THE SPEED OF THE FAN STAGES
All values set in the following must be entered in the section 
of the operating and maintenance manual titled 
“Information on starting and operation” in order to set the 
same values if the remote control is replaced.
The following setting ranges are possible for the speed of 
the fan stages:

1. Press any key to activate the remote control.

10 Set fan stages

11 Fan

12 Speed

2. Press the keys SERVICE and  hold them down.
The indicator (10) flashes and the selected fan (11) and 
the speed (12) light up.

3. Press the key  or  and select the S1 (exhaust air) or 
S2 (fresh air) fan.

4. Press the key .
The speed (12) flashes.

5. Press the key  or  and set the desired speed.

6. Press the key .
The settings are saved.

6.3. SWITCHING THE FIREPLACE FUNCTION ON/OFF

The fireplace function must be switched on if a room air 
dependent fireplace (e.g. a fireside) is present.
The fresh-air unit goes off for 4 hours if the supplied outside 
air falls below 3 °C. It automatically goes on again after this 
time expires.

1. Press any key to activate the remote control.

13  Fireplace function

14 Operating mode

2. Press the keys SERVICE and  hold them down.
The indicator (13) flashes and the operating mode (14) is 
displayed.

3. Press the key  or  and select the desired operating 
mode (14).
0 Off
1 On

4. Press the key .
The setting is saved.
The indicator (13) lights up if the fireplace function is 
switched on.

Default setting Setting range

Speed of stage 1 1680 rpm 
(-30% of stage 2)

-30% of stage 2

Speed of stage 2 2400 rpm 1600–3200 rpm

Speed of stage 3 3120 rpm
(+30% of stage 2)

+30% of stage 2

T1

Mo

2
1C

10

11 12 M+P-26A-0065

T1

Mo

2
1

13 14

M+P-26A-0066
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7.1. REMOVAL FROM SERVICE FOR REMOVAL

The system may be removed from service only by qualified 
personnel.

• De-energise the system.

• Disconnect the entire system from the mains supply.

7.2. PACKAGING

The transport and protective packaging is made largely of 
reusable materials.
Dispose of all packaging materials according to local 
regulations.

7.3. OLD UNIT

The fresh-air unit contains valuable materials and 
substances which should not end up in the residual waste.
Hand over the old unit to a local recycling plant for 
recycling.

8.1. UNIT DATA

7. REMOVAL FROM SERVICE/DISPOSAL 8. TECHNICAL DATA

Weight 30 kg

NW of connection PK200 (172–57 mm)

Condensate water drain

(outer diameter)

1/2’’

Supply voltage 230 V/50 Hz

Air flow rate 50–130 m3/h

Air capacity 100 m3/h at 100 Pa

Continuous operation 30 W 
(100 m3/h at 100 Pa)

Speed control 3 presettable stages

DC fans 2 x,
bent backwards

Cross-counter-current
heat exchanger

Aluminium

Filter G4 filter quality

Remote control Cable-tied

Timer 20 daily or 
weekly programs

Protection class IP44

Fire-resistance,

insulation material

DIN 4102 B2
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8.2. DIMENSIONS

E

D

A

C

B

M+P-26A-0081

A Total length 1140 mm

B Total length incl. cable connections 1190 mm

C Total height 360 mm

D Total width 234 mm

E Total width incl. maintenance flaps 248.4 mm
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8.3. CIRCUIT BOARD DIAGRAM

M+P-26A-0093





The technology makes the difference.
Pluggit innovations with added value for the user and the environment.

Pluggit refresh now also allows existing flats to benefit from the market leader's 
years of experiece and expertise in top-class ventilation of new buildings. 

How about fresh air? You can obtain more information on the company, 
on the intelligent technology of Pluggit fresh air systems for new buildings, 
and refurbishmant, on references and regional contacts at www.pluggit.com or as dialogue 
at www.lueftungsblog.de

Coanda effect – the fresh air is directed almost silently along the 
ceiling without any draughts and distributed evenly in the room. 

Energy efficiency – a high heat recovery level on its own makes a 
ventilation system look effective und energyefficient only at first 
glance. Decisive for the evaluation is rather the ratio between the 
energy applied and the heat recovery level achieved – referred to as 
electrical energy-efficiency. A high level of tightness, an economic 
design and state-of-the-art heat exchanger technology ensure 
excellent values for our ventilation systems in terms of heat 
recovery and energy efficiency.

The CleanSafe principle ensures an almost impossible level of 
pollution of our distribution system due to technically smooth 
surfaces supplemented with a trouble-free cleaning concept, with 
convincing results confirmed by an independent testing institute.

How about fresh air in new buildings?
The unique fresh-air system for new buildings.

CleanSafe



How about fresh air?
Pluggit GmbH | Wamslerstr. 2 | DE-81829 München, Germany | Telephone +49 (0)89 35 77 31-0 | Fax +49 (0)89 35 77 31-79
www.pluggit.com | www.lueftungsblog.de
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